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Abstract

Time-resolved, in situ measurements of the
charge exchange ion erosion pattern on the
downstream face of the accelerator grid have
been made during an ongoing wear test of the
NSTAR 30 cm ion thruster. The measure-
ments show that the pit and bridge depths
vary linearly with time and that the wear rates
are much lower than expected. The pit erosion
rate decreases slightly with radius in the cen-
ter part of the grid, while the bridge erosion
rate is approximately constant. The groove
width is constant in time, but increases with
radius, confirming an important modeling as-
sumption. The measured eroded area fraction
is consistent with previous measurements ob-
tained under identical conditions, while the
erosion rates are lower by about a factor of
three. This variability is not yet understood.
The net sputter yield appears to be lower
than that for normally incident ions strik-
ing the grid with an energy gained by falling
through the full potential downstream of the
grid. This suggests that a substantial fraction
of the charge exchange production occurs in a
region where the potential is negative of the
beam potential.

Introduction

NASA’s 30 cm xenon ion thruster technology is
being validated for use in near-Earth and planetary
missions in the NASA Solar Electric Propulsion Tech-
nology Application Readiness (NSTAR) program. A
xenon ion primary propulsion system is one of the
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key technologies to be demonstrated in 1998 on Deep
Space 1, the first of the New Millenium  missions. Ion
propulsion is also considered an enabling technology
for the Champollion  comet sample return mission,
which was recently selected as the fourth New Mil-
lenium mission and is slated for launch in 2003. Ion
thrusters are also being studied for use in a Europa
Orbiter mission and in the Pluto Fast Flyby.

An important part of the NSTAR program is the
assessment of the useful engine service life. Demon-
strating engine reliability for the long operating pe-
riods required by planetary missions by testing alone
would be prohibitively expensive, so lifetime asses.+
ment for engine wearout failure modes must rely to a
large extent on analysis based on an understanding of
the physics of failure. NSTAR is using a combination
of analysis and testing to identify the dominant fail-
ure modes, develop and validate models of the phys-
ical wearout processes, characterize the uncertainties
in the model input parameters and generate assessm-
ents of the failure risk as a function of service life by
using wearout models in a probabilistic framework.

One potential failure mode is structural failure of
the accelerator grid due to ion sputter erosion. A
deterministic model of this failure mode was devel-
oped [1] and incorporated in a probabilistic analysis
of failure risk [2]. This showed that the risk was dom-
inated by lack of knowledge of certain model pararn-
eters. Time-resolved, in situ measurements of the
erosion pattern are being made to verify model M-
sumptions and provide information on input param-
eter values and their variability during an 8000 hour
wear test being conducted under the NSTAR pro-
gram. The grid structural failure model will first be
reviewed, then the wear test conditions, experimental
apparatus and results will be presented. Finally, the
implications of the findings for wear modeling a~d
failure assessment will be discussed.
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Accelerator Grid Structural Failure Model

A number of sites on the accelerator grid that are
subject to wear have been cataloged by Rawlin  [3].
The dominant mass 10SS occurs in a series of pits and
grooves surrounding each hole on the downstream
surface and is highest in the center of the grid. Struc-
tural failure occurs when this pattern wears com-
pletely thrcmgh the grid. Measurements of the ero-
sion pattern on three grids showed that any model
which relates structural failure to macroscopic pa-
rameters such as the total impingement current Jo
must consider the detailed spatial and temporal dis-
tribution of wear [4]. The mass loss per unit area in
the pits and grooves pattern in the grid center M~g
can be expressed as

M;g  = ( mg )( )AYP— JaYt, (1)
e(l – &)Ab Crja

where mg is the mass of a grid atom, e is the charge
of an electron, q$. is the grid open area fraction, Ab
is the active beam area, t is the operating time and
Y is the sputter yield for ions at normal incidence
with an energy corresponding to the sum of the grid
voltage, the coupling voltage and the beam potential
relative to the ambient plasma potential. The param-
eter AY is the ratio of the net sputter yield to Y and
accounts for ions which do not fall through the entire
potential in front of the grid, non-normal incidence,
the presence of impurities on the grid and redeposi-
tion of sputtered material in the erosion pattern. The
parameter /3 is the ratio of the total impingement cur-
rent that is focused into the pits and grooves pattern,
a represents the fraction of the webbing area covered
by the erosicm pattern and ~0 is the mass loss flat-
ness parameter, defined as the ratio of the average
mass loss per unit area to the peak mass 10SS p e r
unit area. This model essentially relates the total
mass loss, which can be related to microscopically
observable parameters, to the mass lost in the pits
and grooves pattern in the center of the grid, where
structural failure occurs first. A failure criterion in
the form of the mms  loss per unit area at structural
failure, which depends on the geometry of erosion, is
coupled to Eq, (1) to calculate the time to failure.
The measurements performed in the 8000 hour test
are designed to verify the assumption that the eroded
area fraction is constant in time, study how the rest

of the pattern evolves in time and characterize the
model parameters for the NSTAR thruster operating
conditions.

The 8000 Hour Endurance Test

The objectives of this wear test are to identify
any new potential failure modes, characterize wear
processes to develop or improve models used in ser-
vice life assessment and determine how engine per-
formance varies with operating time. The endurance
test is being conducted with the second Engineering
Model Thruster (EMT2), fabricated by the Lewis&
search Center (LeRC) [5, 6]. The thruster is operating
at the full power level of 2.3 kWe with a beam current
of 1.76 A, a beam supply voltage of 1100 V and an
accelerator grid voltage of -180 V. The impingement
current throughout the test has been about 6.5 mA.
The coupling voltage has averaged 12.8 V and the
measured beam potential relative to ground peaks at
about 5 V. The facility and operating conditions are
described in more detail in [7]. The engine has accu-
mulated over 7400 hours of operat ion in this ongoing
test and continues to operate remarkably well.

Characterization of the Erosion Geometry

Expe r imen ta l  Appa ra tu s

The erosion pattern is measured using a Cyberoptics
PRS-40  laser profilometer,  which measures elevation
changes over a 410 micron range with a resolution of
1 micron at a standoff distance of 1.89 cm. The liner
profilometer  is scanned across the surface using a 2-
axis, stepper motor-driven positioning system which
has a step size of 0.25 microns in each axis. The laser
spot is visible on the grid surface, so a small video
camera mounted with the sensor is used to specify
the scan path. The profilometer,  camera and posi-
tioning system are mounted on another positioning
stage which is used to set the working distance from
the grid. The system was aligned so that the limit
switch on this positioning stage prevented moving the
sensor any closer than about 3 mm from the face of
the grid in the center to avoid inadvertantly touching
the ion optics. Because of this requirement and the
grid curvature, only the central portion of the grid
within an 8 cm radius was accessibly with the pro
filometer.  After 3100 hours of operation the failure
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Figure 1: Characteristic form of accelerator grid ero-
sion.

of a leveling motor on the thrust stand on which the
thruster is mounted resulted in a slight movement
of the engine upstream, further restricting grid pro-
filometry to within a 5.3 cm radius of the center. The
entire -embly is mounted on a fourth, larger posi-
tioning stage which is used to move the apparatus
out of the beam when the engine is on. During en-
gine operation the profdometer  platform is enclosed
in a box to prevent contamination of the optics by
backsputtered material.

Procedures

Erosion measurements are performed approximately
every 1000 hours. The calibration of the profilome-
ter is first checked by scanning a calibration tar-
get mounted in the box in which the system is
parked. Five precision-ground ceramic blocks with
thicknesses accurate to within .05 microns were rung
onto an optical flat to provide a series of steps of
known height. The measurements show no drift in
calibration and demonstrate that the sensor reading
is accurate to within a few microns.

The erosion pattern is characterized at the center
hole and at every sixth hole along a radius. The pho-
tomicrograph in Fig. (1) shows the pits and grooves
pattern. This photograph is from a grid with pits
which had worn completely through the thickness;
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Figure 2: A-A scan across a groove near center hole
at 6036 hours.

however, in this test the pits have not yet penetrated
the grid. Two scan paths denoted by A-A and B-B
in the photo are used to characterize the pattern.

Because of the grid curvature, the surface is not
in general parallel to the scan path, so the measured
profiles are leveled digitally. Figure (2) shows the
characteristic shape of the groove along the A-A path.
These profiles can be fit very well using the sum of a
Gaussian profile and a Beta clistribution.  The depth
of the bridge is the difference between the level of
the mesa and the minimum in the fit. The standard
deviations of these two measurements yield an un-
certain~ of about 2.1 microns in the depth measure-
ment. The width of the groove is determined from
the left and right bounds of the Beta distribution,
which are fit parameters with calculated uncertain-
ties. The uncertainty in the width varies from 1 to
200 microns, depending on the quality of the fit. The
fitting function is integrated numerically to determine
the cross-sectional area of the groove. Estimates of
the error associated with this calculation range from
about 20 percent at the beginning of the test to about
5 percent in the latest measurements.

An example of a scan across two pits and along the
floor of the groove between them (path B-B) is shown
in Fig. (3). Reflections often lead to spurious read-
ings on the steep walls of the pits, but good profiles
of the messs,  pit floors and groove floors are obtain-
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Figure 3: B-B scan across pits and groove near center
hole at 4995 hours.

able. The B-B profiles often show evidence of mesa
erosion, which makes it difficult to discern a zero ref-
erence line, whereas the A-A profiles generally have
relatively flat mesas. Therefore, the zero reference
line for the B-B profiles is sometimes defined to give
a bridge depth equal to that measured in the scan
across the bridge. The pit depth is measured from
the zero reference line with uncertainties that range
from 2 to 7 microns. The floor diameter and upper
diameter of the pits are measured to calculate the
approximate pit volumes assuming they can be rep
resented by truncated cones, and the length of the
bridge between the cones is multiplied by the bridge
cross-sectional area to estimate the groove volume.
The uncertainty in these measurements w= not cal-
culated, but probably does not exceed to 5-20 percent
uncertainty in the groove cross-sectional area.

Experimental Results

The pit depth was found to vary linearly with time in
measurements from 1446hours to the latest measure-
ments at 6999 hours for all pits examined. Examples
of these results are shown in Fig. (4). In general the
measurement uncertainties are smaller than the sym-
bol sizes. The pit depth varies around any given hole,
as the profile in Fig. (3) shows and also with radial
position. The pit erosion rates based on weighted
linear regression of the depth as a function of time
were averaged for each radial position and plotted
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Figure 4: Examples of pit erosion rates calculated
from depth vs time data.

in Fig. (5). This shows that the pit erosion rate de-
creases with radius. The pit depth, however, does not
decrease monotonically with radius, but peaks at the
4 cm radius, as shown in Fig. (6). This pattern was
established before the 2365 hour measurements how-
ever, and has persisted since then because the erosion
rates do not vary dramatically over this area of the
grid. The dark bars on Fig. (5) represent the stan-
dard deviation of the measurements around the hole,
while the thinner bars are the average standard devia-
tions of the slopes from the individual linear fits. The
dark bars therefore represent spatial variability and
the thinnner ones the uncertainty in the rate mea-
surements.

The bridge depth as a function of time was also
found to be linear in all cases, indicating a constant
erosion rate. The mean erosion rates as a function of
radial position are shown in Fig. (7) and are approxi-
mately constant over this portion of the grid. Again,
the bridges are deepest at a radius of 3–4 cm even
though the erosion rate from 1446 hours to the latest
measurements has been approximately constant. The
groove width was found to be approximate!y constant
in time. The weighted average of the widths mea-
sured at each radial position is plotted in Fig. (8),
which shows that the groove width increases with ra-
dius. In this case the dark bars represent the vari-
ability of the groove width around the hole as well
- variations in time. The thinner bars represent the
uncertainty in any individual measurement,
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Figure 9: Radial variation rate of mass loss per unit
area.

The approximate pit and groove volumes were mul-
tiplied by the density of molybdenum and then di-
vided by the area covered by the pit and groove pat-
tern to estimate the mass loss per unit area, M~g.
This parameter was also found to vary linearly with
time from 1446 hours to the latest measurements at
6999 hours, indicating a constant wear rate in the
pits and grooves pattern over this time period. The
data for each radial position were fit with a line. The
slope and standard deviation of the slope are plot-
ted as functions of radial position in Fig. (9). The
shape of this line mirrors the shapes of the pit and
bridge depths as functions of radius, indicating that
the mass loss is peaked off-center. Dividing the mass
loss per unit area by the density yields an equivalent
erosion rate that would be observed if the wear were
uniformly distributed in the pits and grooves pattern,
which is plotted on the right-hand axis.

Discussion

The erosion rates measured in this test are encour-
agingly low and suggest that the optics have consider-
ably longer service life capability than expected. The
equivalent uniform erosion rate of &8 microns/khr
measured in the center of the grid implies that only
about 10 percent of the mass in the pits and grooves
pattern has been removed in the 7000 hours of oper-

ation in this test. To develop confidence in applying
these results to other operating conditions or condi-
tions in space the wear processes must be understood
and modeled properly.

The model assumption that the groove width or
eroded area fraction is constant in time is supported
by these measurements. This is consistent with ear-
lier me=urements  made during an accelerated wear
test [1] and suggests that the focusing into the pits
and grooves pattern does not change significantly if
the operating conditions are held constant u in this
test. The groove width or eroded area fraction vari-
ation with radius found in this test agrees with data
obtained from three grids used in other long duration
tests [4]. This probably occurs because the charge
exchange ions are less focused in regions where the
beam current density is lower. If this is true, a
higher eroded area fraction and therefore longer ser-
vice life capability (or propellant throughput capabil-
ity) would be expected at throttled conditions with
lower beam currents.

These data represent the first extensive database
of time-resolved erosion rate measurements from a
long duration test. The data confirm that the bridge
and pit erosion rates are constant over the period
extending from 1446 hours to 6999 hours, that the
bridge erosion rate is roughly constant over the center
portion of the grid within a 5 cm radius and that the
pit erosion rate decremes  slightly with radius over
this area. The pit and bridge depth data suggest that
an initial pattern which deviated from this behavior
was established in the first 1500 hours of operation.
It is not clear what could have caused the wear rate
to peak off-axis, and unfortunately no profilometer
data were obtained during this period.

These data provide valuable information on the pri-
mary lifetime drivers. Previous assessments of grid
lifetime yielded very conservative results, reflecting
the risk associated with a lack of knowledge about
these parameters. The eroded area fraction was ini-
tially treated parametrically [2], because so little in-
formation was available. These data show an eroded
area fraction of 0.41 at the gricl center with an uncer-
tainty in the measurements of about 0.02 and slightly
higher variability in the measurements around any
one hole, This is consistent with values of 0.41–0.46
measured from photographs of the grid used in an
earlier 1000 hour test at the same operating condi-
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Figure lO: Variation  of AY~/fOduring the test.

tions [8]. The model as originally proposed assumed
that the eroded area fraction is constant over the sur-
face of the grid [1]. The evidence that the eroded
area fraction varies wit h radius does not invalidate
the model; the model yields the proper mass loss per
unit area in the center of the grid if the eroded area
fraction for that region is used. Further modeling
work is required to understand what determines the
eroded area fraction and how sensitive it is to changes
in the operating conditions.

The erosion rates measured in this test appear to
have an uncertainty and spatial variability around
the holes of about 5-10 percent. However, the pit
and bridge erosion rates are about a factor of three
lower than those measured at the end of the 1000 hour
test performed under essentially identical conditions.
This suggests either much larger stochastic variation
than data from a single test would suggest, some un-
controlled factor which is different in the two tests or
some systematic error in one or both measurement
techniques.

The calculated mass  loss per unit area can be used
to estimate the magnitude of some of the important
life drivers. Equation (1) can be solved for the ra-
tio AY@/fa  as a function of constants and parame-
ters measured in the test. This ratio for the cen-
ter hole is plotted as a function of time in Fig. (10).
This demonstrates that this ratio has remained con-

stant at about 0.16 with an uncertainty of about 0.03
throughout the test. The mass loss flatness paranw
ter is expected to be similar to the beam current flat-
ness parameter of about 0.42 in space, but in ground
tests is generally broadened. Previous measurements
on other grids have yielded values of 0.61-0.89. The
parameter 13 represents the fraction of impingement
current which is focussed into the pits and grooves.
Evidence of mesa erosion and accelerator grid hole
enlargement [7] demonstrates that some fraction of
the current is collected outside the pattern. I%om
measured impingement currents and mass losses in
the 1000 hour test, Brophy concluded that this fac-
tor was on the order of 0.75 [9]. The ratio O/fc is
therefore likely to be of order unity, implying that
the net sputter yield is only about 15 percent of the
published values for normal incidence at an energy of
about 200 eV. This reduction could be due to rede-
position of sputtered material in the pattern, a lower
average ion energy than =sumed  or the effect of the
deposition of carbon sputtered from the beam target
onto the grid. The redeposition effect would be ex-
pected to increase in time as the erosion pattern grew
deeper, but the data do not show this. Their ia net
carbon deposition on the grid periphery and on the
mesas surrounding the holes, but there is no visible
evidence of carbon deposits in the pits and grooves
pattern. At this time, it seems most likely that the
average ion energy is lower than 200 eV due to signifi-
cant charge exchange production in regions where the
local potential is negative with respect to the beam
plasma. Further modeling and testing is required to
confirm this conclusion.
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